Eastman:

Acoustical Sound Data Sheet
Model: ETS-EC3 Conveyor 78" x 21 '

Good Better Best
Test No PC52 Easiwrap | PC52 Silencer
Position | Silencing Silencer Only & Easiwrap

1 92db 86db 79db 79db

2 86db 80db 76db 76db

3 91db 96db 84db 84db

4 76db 75db 76db 76db

5 76db 75db 76db 76db

6 77db 76db 77db 77db

7 77db 76db 77db 77db

8 77db 76db 77db 77db

9 80db 80db 82db 82db

db Equivalent: 0 = Silent *All Test Data is for reference only.
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Tests performed with: P%L

1) Sper Scientific Sound Meter #840005
2) .026 diameter belt holes.

3) No material on table.

4) Dampener full open position.
5)

6)

Optional blower wall extension.

12' ceiling height. Eastman®
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Eastman®

Acoustical Sound Data Sheet
Model: ETS-M9000 Static Stable 72" x 16 '

Good Better Best
Test No 60" Muffler | PC5 Silencer
Position| Silencing 42-26006-60 42-26054
Open|Closed | Open|Closed | Open|Closed
1 98db | 92db | 87db | 74db | 74db| 70db
2 93db | 87db | 84db | 70db | 74db| 70db
3 96db | 86db | 84db | 71db | 74db| 70db
4 96db | 90db | 85db [ 71db | 73db| 71db
5 96db | 88db | 86db [ 71db | 72db| 71db
6 97db | 86db | 89db | 72db | 72db| 70db
db Equivalent: 0 = Silent *All Test Data is for reference only.
100 = Loud
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Tests performed with:
1) Sper Scientific Sound Meter #840005
Open Table: Eastman Porous Cutting Surface.

2)
3) Closed Table: Eastman Porous Cutting Surface with High Density Poly-overlay.
4)

12' ceiling height.
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Acoustical Sound Data Sheet
Model: Eagle C3 78" x 16'

Test 9"/w 3"Iw
Position Sealed Open
1 78db 88db
2 79db 90db
3 79db 89db
4 80db 91db
5 78db 88db
6 75db 85db
db Equivalent: 0 = Silent
100 = Loud
*All Test Data is for reference only.
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Tests performed with:
1) Sper Scientific Sound Meter #840005
2) Open Table: None
3) Sealed Table: Plastic overlay.
4) 12' ceiling height.
5) Measured at 3 feet off floor. ®
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Eastman®

Acoustical Sound Data Sheet

Model: Raptor-0001

Test 40"/w 1"/w 0"/w

Position Sealed Perf. Paper Open

1 78db 86db 88db

2 79db 89db 90db

3 79db 88db 89db

4 80db 90db 91db

5 78db 87db 88db

6 75db 84db 85db

7 73db 87db 87db

8 75db 86db 88db
db Equivalent: 0 = Silent *All Test Data is for
100 = Loud reference only.
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Tests performed with:

1) Sper Scientific Sound Meter #840005

2) Open Table: None.

3) Perf. Paper: With Eastman Perforated Paper.

4) Sealed Table: With Eastman Perforated Paper and Plastic overlay.
5) 12' ceiling height.

6) Measured at 3 feet off floor.
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