OPERATIONHUBRICATON-CARE

KS-AUV CUTTER




START ON

1. Fill oil tank A up to red line. Lubricate a few drops at oil
hole B.

2 Push in T and turn the machine by hand for a few
revolutions to make sure the oil is spread over contact
surfaces.

3. The sharpener must be always up in locked position when
starting.

BE CAREFUL

a. Keep the machine in warm place in cold weather.

b. Repeat short on & off before permitting the machine to
run continuously for preventing excessive friction between
contact surfaces.

c. Be sure that in 3-phase machine the direction of rotation
is as ARROW-INDICATION on C.

d. In case your cutter is of DUAL SPEED TYPE, please take
care of the following two points:

(1) Be sure to select the switch to the upper high speed
(HI) in starting, and then, when full revolution has
been attained, to the lower speed (LO).

The switch is put off by selecting the intermediate OFF.

(2) The continuous operation at low speed (LO) should be
no more than 30 minutes. DO NOT OPERATE FOR
MORE THAN 30 MINUTES.

e. Use genuine KM oil, or at least same grade oil to avoid
any trouble on automatic lubrication system.

LUBRICATION
ONCE A WEEK ONCE A MONTH
Fill oil tank A (always ‘ One drop oil to: |
keeping up to red line) | 1. Tubes-M & N Remove Splug and

insert KM grease
tube. Give pea-
size amount to the
opening.

2. Turn Kob-T

‘ 3. Pulley Shaft-W
4. Belt Pulleys- V & H ‘
5. ldler Gear D

SHAPENER OPERATION

1. Put the machine away from piles of material.

2. Drop pressure foot by lever located next to operating
handle

3. Press lever E downard firm but not too quick.

BE CAREFUL

a. Do not operate sharpener without knife in machine.

b. Do not operate sharpner with cutting material laid In
machine.

c. Do not shut off motor while sharpener is in motion.

d. If lever E is locked in halfway by too quick operation, lift
lever J to unlock and start again.

CARE

1. Blow lint out of motor and sharpener by blower or
something alike twice a week.

2 Lint around screw mechanism of sharpner inside cover K
must be cleaned once a week.

3. Clean the knife slide by slot cleaner once a day.

4. Remove lint from rollers in base plate. To prevent undue
accumulation of lint, do not oil plate rollers. If rollers stick,
reamove from plate and wash in cleaning solvent.

Vor Inbetriebnahme beachten

1. Den Olbehilter bis zum roten Strich fullen. Ein paar Tropfen in
das Schmierloch B geben.

2. Knopf T driicken und manuell einige Umdrehungen vollziehen.
Damit wird eine gleichméassige Olverteilung vorgenommen.

1. Die Messerscharfeinrichtung muss vor dem Start immer oben
stehen.

Achtung!

a. Bei kalter Witterung ist die Maschine and einem warmeren Platz
zu lagern.

b. Vor einem Dauerbetrieb empfiehlt sich ein mehrmaliges Ein- und
Ausschalten des Stoffzuschneiders. Damit wird eine tibermassige
Reibung der beweglichen Teile vermieden.

c. Vergewissem Sie sich, ob bei Drehstrommaschinen der Lauf der
Maschine mit der Pfeilrichtung auf Knopf T lbereinstimmt.

d. Beim Gerat mit zwei Geschwindigkeitsstufen beachten Sie bitte
die folgenden zwei Punkte:

(1) Immer beim Starten den oberen Schnellbetrieb (HI)
auswahlen, und erst nachdem das Gerét auf vollen Touren
su laufen kommt, auf den unteren Langsambetrieb (LO)
umschalten.

Im zwischenliegenden OFF schaltet die Maschine den Strom
aus.

(2) Die Betriebsdauer im Langsambetrieb darf 30 Minuten nicht
iiberschreiten. Bitte das Gerdt mehr als 30 Minuten nicht
laufen lassen!

e. Nur echtes KN-Ol oder zumindest solches verwenden, welches
die gleichen Eigenschaften und Viskositat hat. Dadurch konnen
Stérungen im automatischen Schmiersystem vermieden weden.

Schmierung
alle 2 Std. tagl. 1 % pro Woche 1 % im Monat
Olbehaiter A fillen je min Tropfen in: Stopsel S entfernen
(das Oil sollte immer bis 1. Réhrchen M + N und KM-schmierfett
zum roten Strich reichen). 2. Knopf T sinpressen.
3, Riemenscheiben- Die Scharniere nicht
3. welle W vergessen!
4. Riemenscheiben V
Messerscharfen

1 Maschine muss frei stehen. (zu schneidendes Material weg-
nehmen)

2. Driickerfuss herunterlassen durch Bedienung des Hebels nahe
Handfriff

3. Hebel E fest aber nicht zu schnell herunterdrucken.

Achtung!

a. Niemals Messerscharfer ohne Messer in der Maschine benutzen!

b. Niemals Messerscharfer mit Material in der Maschine in Betrieb
nehmen!

c. Nicht den Motor wahren des Messerschérfens abstellen!

d. Sollte Hebel E durch zu hastiges Betatigen in halber Stellung
blockiert sein, Hebel J leicht anheben und neu starten.

Wartung

1. Blasen Sie Staub und Fremdkdrper wenigstens 2 X pro Woche
aus dem Messer-scharfer und Motor mittels Geblase.

2. Fusseln innerhalb des Scharfermechanismus hinter Abdeckung
K sollten wenigstens 1 x wochentilich entfernt werden.

3. Reinigen Sie taglich nach Gebrauch die Messerfiihrung mit einem
Tuch o.4.

4 Entfernen Sie Fusseln oder Staub von den Rollen in der
Grundplatte. Um eine Uberélung zu verhindern, -nicht die
Grundplatten -Rollen 6len! Sind die Rollen blockiert, sind sie von
der Grundplatte zu entfernen und in Lésungsmittel zu waschen.




M-001

Capacitor-Stator With Band & Switch

27— 58—

M-002

Carrying Handie Screw
*MEIL A2 VR
FWELE A 3 (E)

Mm-003
Rotor Fan
OQ=3="17.

M-004 :
Rotor With Shaft(1P. 3P)
R TEE T

M-005
Automatic Cut-Out Switch to

Bearing Screw
G4 h - BREEAZY

M-009

Turning Knob
T=1) =

M-201
Automatic Cut-Out Switch

with Terminal Screw
e e S B

M-202
Automatic Cut-Out
3 37

M-013

Front to Rear Bearing Nut
s oo (ool b | o B i B

Mm-014

Front to Rear Bearing Screw
F=F=HIi=F 2T

M-202
Carrying Handle
rd EZ

M-204
Capacitor Cover
F=T Ny

M-205 |
Screw for Capacitor Cover
AT -—hi-lk AR

M-206
Capacitor
e s

M-006
Dust Cap Screw
HivdE—Hii—ik A F

mM-007

Rear Bearing Housing
Bt

M-008
Dust Cap
HivF—HhiI—

M-200
Insulated Cover
d-47 HieiRs

M-019
2-Speed Switch
A1 F2SP

M-020
Switch
A4 wF AU

M-021

Clutch Sprin
o e S Ep;"?;r i

M-022
Retaining Ring
F=1)—1F X098

Mm-023
Rear Ball Bearing
AT ) L e

M-024
Rear Ball Bearing Spring Washer
PI=T Dy w—

M-025

Clutch Nut
HiI\Fik A+ +(38)

M-026
Shatt | ock Nut




-

M-027

Crank (32™%/36) (1P ;'iF'II
INS oz {am sapne ) (1P ap)

ORANK & GUIDE ASSEMBLY

M-028
Crank Ball Bearing
TP - T6201

M-029
Crank Ball Bearing Lock Nut
INGLANTY W d 7R

M-030
Screw for Brg Shaft
NI A AT

M-031
Shaft for Ball Bearing
5 BT ]

M-032
Oil pad Holder
TSR SR

i

M=-033
Oil Felt
BE7 ot

M-034
Ot Tank
X AR

M-035
Chl Tank Cap
FANE LTI

M-208
Oil Tank Pile
b, i e sy SR e

M-209
Vinyl Tube
| T

M-036
Connecting Rod {32%n/36"%m)
27970y r{&zwm} |

M-037
Shakeproof Washﬁ
??J?ﬂqif?_

Mim : = 3
Eunnanhng Hm:l Ciamﬂ $crew
T2 TRE :

M-039

Wrist Pin
HXREZ

“M-040

Wrist Pin P : .
*J x b.E‘k;‘-ﬁﬁgﬁ P

M-041

Knife Lock Wﬂﬂhﬂf |

'ﬁIEﬁT;J?—

M-042 =
Nut !nr Guui& S-:faw
EX 2 NREF o b |

M-043 |
Guide Washer :
EAZLEART v v v —

MmOl
-ﬂa:mnaa:tmg Rod Waahar :
??J?DJE?JI?*

M-045

Guide Adjusting Screw
AARIBRT

Guide Adjusting Nuts
Ex#mﬂﬁ%

M-047

Guide Lock E_IE:I".EW

"A Fﬂ.ﬁi i"

H-ﬁ#l

R.H.Guide

:f::«r F.ﬂ :?ME}

M-049

L H. Guide
H1 I»:f#.wE:E}

M-0 iﬂ
Cross Head {32%,»’36%]
Z0 Ay b (32%/36%)

M-051
K nife Lcck Bolt

= Oh o e ST




FRONT COVER ASSEMBLY

M-066

Ground Chp
=3Iy T

M-067
Attachment Plug Comiplete(3P)
IEEAT ST

M-052 M-052-3P
Tearmanal Block Strew (for three phase)
g = Bk A () 3 EA

M-053 M-053-3P
Gtound Ol Seeew || (for three phase)
e ety 91 0 B PR 0T B 0

M-068

Terminal Block Complete{3P)
8 R B o | = B

M-069

Attachment Plug{Complete)
EATSY

M-0354

Set Screw
AL NF-TIERE

M-055 :
Front Bearing Housing
A

M-070

Terminal Block (Complete)
SN T

M-056
Sharpener Hold Down Screw
W77 FE2AFY

M-057
Front Ball Bearing Retainer Screw
A=A FULT I

Mm-071

Terminal Sleeve
EFAzR

Mm-058
Oil Pad Hold Screw
B PR Y

M-059
Guide Hold Down Screw (5] = {L)
HAF ARk z L (5-{1)

M-060
Lower Sharpener hold down Nut
W7 2FikEtdy b

M-061 _
Stud, Lower L H NMountaing
B2 FhARY

M-062
Stud Guide Rod Bracket
BT F AT

M-072

Terminal Contact with Pin
2—IFngR

M-073
Operating Handle {(With Nut)
FS4 T Kl v b

M-063 :
Standard-to-Bearing Screw
ARl XA

M-074

Operating Handle Lock Nut only

FASSS 5 |15 SR

FivyY =

M-064
Front Ball Bearing
T TR0

M-075

Switch Cover Screw
T B et i P |

M-065
Front Ball Bearing Retamer
B his—~ ) -3 74

M-215
Switch Cover
A =T l— b




M-077L
Plate
Ny b iE(X)

-Hdﬂl =
Koy I":-'r..a':?"j a e
{E i "3' “‘ﬂmﬁmh : :

moss
BB %*fwﬁ“ ﬁm‘&j 8
 M-080C

- Roller

o-3-

M-08BOR
Rubber
e o JHH

M-081
Hinge Pins Shm:
i "'*""-..-f !“E,.a-'

z;dfkmeﬁﬁﬂhmpgmﬁwf; -
. Fﬁiij:ﬁ i e s

.Hhﬁﬁl -?“;“'.g ;-q;fﬁ;:eﬁ
'ﬂiifFEi$ H' :=."” e

.......

AR T kARt YR
_ AB=kTL-b J 9 *':-" >

_ Theost Pstes With Eﬁﬂwiﬁ anc

.........

o8y
b Wﬁhﬂr
ﬁﬂfﬁ#??fﬁs




AUTOMATIC SHARPENER
ASSEMBLY

M-092
Cap for Tube
A TH vy

. M-093

Driving Shaft
131 TH6" ~B"
154 TXe"~10

S T

M-094
Right and Left Hand Follower

1 79" ~10"

M-096
Screw for Latch
T = A

M-097
~ Shaft for Cam
hLE

M-098
Cam Shaft Spr&n%ﬁmﬁw
WLATU Tk AT

M-099 e ;
Pres Foot Lock Bracket Screw
HAmAN—LAR T

M-1005 i
Screw for Cover LS. s—LfmikA35E
M-100L F—LBIEAFITF
M-101

Miwots

M-231
Screw for Knob
2¥Hlk AR

M-108
Stop Nut for Screw Shaft

ﬂﬁ?ihiiffb

M-107 :

Spacer Tube
J—.‘Fﬁﬂﬁi#;bﬁ“? E gt

M-106
Screw Shaft With Extension

L F#6"~8" 9"~10"

M-105
Washer for Screw Shaft LH
EFBAALRT 5 o —

M-104
MNut for Screw Shaft LH & H H.
+FFHEh 1 K (%% '

M-229
Thrust Washer
ASAE Ty v

M-102
Collar for Lower Screw Shaft
ETHETT 96—

M-109
Spring for Pressure Foot Lock
WAL~ FTTU AT

M-110
Spring for Latch i Spﬂng

FILF—Z T -

DL T )

M-216
Pressure Foot Rod
MAile" 7" 8" 9" "

M-113 ;
Screw for Pressura Foot Shoe
SR A R

M-217
Pressure Foot Lever
Fl-—&F L4y i

M-115
Pressure Foot Lever Screw
Tl=% L=k XF T

MmM-116 :
Spring for Pressure Foot Lever

=% L0 ETUJf

M-117 :
Set Screw for Cam Shaft

-ﬁhﬂhmﬁ$¥
M-118C M-1185

M-218
Cam  CamScrew [/ oo = |
Hh - H i _&_ e ?ﬁiﬁﬁf{ﬂ*Lavm
M-119 -

Lock Screw & Spnng Washer

WL S — kA2 for Release Lever
'ﬂﬂkﬂmlf”#??ﬁ!#“
L/ —F T v —

M-120
Lock(only) Pras&um Fﬂm

'-ﬁaﬁﬁ’h_ x

M-121

~ Nut & Screw for F'ras Ft i_m:k

ML -Fik gz
BigJL— #ﬁ::f"vi-

H*‘[iﬁ e
Pressure Foot L-:mk Bmckat.

Eagh -

M-123 :
Shde for Pressure Foot Rod
Haige

Cover Over Cam

M-124 =



WYY INF W

M-

R H Square Shaft
myv72bk () 6~8
myv7b (B 9~10

M-137
Left Hand Follower Nut

v 7 bty bk

M-138

L H. Sguare Shaft
Bl 7 hlE 6 ~8
By 7k S0

m-139

Push Rod
= Ik &

M-140

Roll Pin for Push Rod
O—bE-

M-141
Driver Shaft With Gear
45% v —

M-1412
Screw for Spreader Pin
wEmk AR

M-143
Spreader Pin
® it A

M-144

Gear & Shaft
1 8% e

M-145
Bearing for Gear
1 Ex+—UY

- M-232 |
. Diling Felt for Idler Gear
2EFp—Fzikb

M-13B W
L H Square Shaft Washer
oo I rETvrv=

M-233 : -
Set Screw for Oiling Felt
Zri bk ARl :

Mm-146
Rubber Driver & Driver Pulley{Set)
o MO TR

M-126
Spring for Bell Crank m-148
T Bz T Spur Gear
5 «65% v—
M-149
Bali Bearing for Crank
M-127 | AT L HR0R
* Sharpner Housing M-150
'ﬁj_ﬁ" ; = Retaining Ring
- M-128 : e ki
_Bottom Plate Screw M-151
ﬁﬁ?ﬁ#“*“, Thrust Washers for Spiral Gear
Mm-129 IBEX =Ty v—
%u}t;:m Plate M-152
s Lock Nut for Crank Shaft
M-130 - 2Exr-v v bFy b
i e T
S Shaft for Crank
H'T“”f Oil Pad kil
. Screw for Oil Pa
R S M-154
— — _ Washer for Crank Shaft
E.M-ng? kWhP - 2BXr—Y v T b Ty iw-
- Bell Crank With Pin & Bushimg -
B e i : M=-155
s hena Lock Ring for Ball Bearing
£b433 - : St — % F T 1k AN
crew for Cover :
=R = AR HJ? ith Bushi
M-134 %gi%ra{ f_a_r with Bushing
auar for Criver

M-157

O~ PR Y PG e




LOWER GEAR BRACKET

ASSEMBLY

M-158

Screw for Gear Cover
T S e

m-159 _
Screw for Gear Cover
HESDI =k A F T U))

M-160

Grease Plug
AExL

M=1561
Screw for Stabilizer
AP FRab Az

M-162

Lower Gear Bracket
~lbE

M-163

Screw for Shde Pulley
EEfrO—5=3k3

M-164

Lower Gear Bracket Gear Cover

il

M-165 :
Adiusting Screw with Nut

~ b EERT b R FPEREBR S

M-166 .
Gear on Screw Shaft
95¥ -

M-167
Intermediate Gear
Bk, A i

m-168
Bushing for shoe
b BT e —

M-169
RH Shoe
A b A E )

M-170
L.H Shoe
AL R A )

M=-171 - s

Set Screw for Sharpener Shoe

N BAERS

M-172
Stabilizer
A% FRA

e ———————————— e

M-173
Guide Back of Standard
As FEARE" 78,9107

M-175 - | |
Screw for Guide Back(With Washer)
FaLFERIEA (D 9 r—11)

M-176

R H Shde with Pulley
~L R ER ()

M-177

L.H.Slide with Pulley
ik b ERE]

M-178

Neoprene Band for Pulley
Al b O—7—dLK

M-179

Front Pulley for Belt
Al b O—=TF—Hi

M-180

Roll Pin for Belt
B=

Mm-181
Spring for Pulley Shde
AN SRR TY T

m-182

Screw for Clamping Arm
T3 TE AT -

M-183
Clamping Arm for Shoe
AR ABAT ST

M-184

Nut for Sharpener Shoe Screw
Al FRAEXAF o b

Mm-183
Scraw for Sharpner Shoe

Al AR

M-186

R.H Sharpener Shoe Spring
~J R A R Y - )

L I

m-187

L H Sharpener Shoe Spring
AR 2T T )

M-188
Spring for Arm




M-189

Abrasive Belis (See Page 18)
HE-~LF 280 (%8
BRI~ -+ #1008
HE~L b 21200388
REE~L R S 1B0EED

M-190

Electric Corde Complete
J=Fa-F—k
d=FDO-TFU=k F=Zft
A-Fa7U—+ 3 4§ B

M-191

Knife(See Page 18)
-

B T8, 9,107,137

&

M-194
Knife Bolt Wrench
i XX F—

M-195
Screw Driver
K31 r—
ACCESSORY-BOX
| MODEL KS- "< 1) s 1 M-197
1 KM ELECTRICCLOTH CUTTING MACHINE SE e
! KAMAKURA BRANCHES TOKYO NAGOYA OSAKA

'H"'.
Bearing Grease
792

i, - ! ‘L -
_— ‘i’ .
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